
Uygulama Alanları
Aşırı yük koruma sistemleri
Vinç tartım sistemleri
Liman vinç tartımları
Halat gergi yük ölçümü
Araç üstü vinç tartımları
Mobil tartı uygulamaları

DIMENSIONS TABLE
Yukarıdaki ölçülerin dışında özel ölçülerde de üretim yapılmaktadır.
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Özellikler

    LP1 model yük hücreleri yüksek hassasiyerli silindir pin tipi olarak üretilir 
vinç aşırı yük sistemleri ve mobil tartım uygulamaları için uygundur. Standart 
ölçülerde üretilmesinin yanısıra Müşteriye özel ölçülerdede üretimi mümkün-
dür. Standart olarak mV/V çıkışlı üretilir opsionel 4-20mA ve RS485 modbus 
çıkışlı sipariş edilebilir.
    
    LP1 model load cells are produced as high precision cylinder pin type and 
suitable for crane overload systems and mobile weighing applications. In 
addition to being produced in standard sizes, it is also possible to produce in 
custom sizes. It is produced as standard with mV / V output. Optional 
4-20mA and RS485 modbus output can be ordered.

100 kg - 200.000 kg kadar 
kapasite seçeneği
Paslanmaz çelik / Çelik
IP67 Koruma sınıfı
Kolay montaj ve kullanım 
kolaylığı
Yüksek hassasiyet
Yerli malı

Specifications
Capacity options from 100 kg to 200,000 kg
Stainless steel / Steel
IP67 Protection class
Easy assembly and ease of use
High precision
Domestic goods

LP1 Pin Tipi Yük Hücresi
LP1 Pin Type Load Cell

    Ürün Kodu: LP1

AÇIKLAMA / EXPLANATİON

YÜK HÜCRELERİ LOADCELL

Apps
Overload protection systems
Crane weighing systems
Port crane weighing
Rope tension load measurement
Truck-mounted crane weighing
Mobile weighing applications

Çıkış Duyarlılığı    mV/V     1 ± 0.5 ( FSO )

Kapasite     Ton     100 Kg to 200 tons

Toplam Hata    %FS     ± 0.5

Sürünme     %FS     ± 0.5

Sıfır Balansı    %FS     ± 1

Giriş Direnci    Ω     385 ± 50( 800 )

Çıkış Direnci    Ω     350 ± 3 ( 700 )

İzolasyon Direnci    MΩ     ≥ 5000

Kompanze edilmiş sıcaklık aralığı  °C     -10 ~ +40

Çalışma Sıcaklığı    °C     -35 ~ +65

Tavsiye edilen besleme voltajı  V ( DC )     5 ~ 12

Maksimum besleme voltajı   V ( DC )     15

Minimum Yük    t     0

Aşırı Yükleme Kapasitesi   %FS     150

Kırılma Kapasitesi    %FS     200

Malzeme           Alloy steel

Koruma Sınıfı          IP67

Kablo           Length 5 to 20 m, dia. 5 mm


